
  

SPECIFICATION

Modular Stand Alone  
HVAC Units - MK950
9.5kW MODULAR/STAND ALONE HVACs FOR FIELD DEPLOYMENT

Cooling Capacity 9.5kW (MicroKool Series MK950)

Heating Capacity 9kW (optional)

Maximum Ambient 55°C

Refrigerant R134a

Max Input Current (@400V) 16Amp

Fresh Air 110m3/hour

Fault Finding Bluetooth / HMI / LoRa (optional)

Weight 314kg

Dimensions 1082mm W x 724mm D x 1342mm H

Compressor 1 x Scroll Compressor

Enclosure 3CR12 Steel; Powder Coated

Interface Type Bottom & Rear

SPECIAL FEATURES

Dust Filtration 95% Efficient Cyclones

Secondary Filter
To client specification. From 5-micron dust to Impregnated Carbon for 
Toxic/Aggressive Gases (Carbon Filtration Optional)

OPTIONAL

UV-C Filtration Solutions for the aircon supply air as well as the cabin can be offered

Ref. MK950
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ISOMETRIC VIEW

FRONT, SIDE AND TOP VIEW

(MK950)Overall Dimensions 1,08m wide x 0,72m deep x 1,34m high, weight 314kg)

FRONT ISOMETRIC VIEW

LEFT VIEW

REAR ISOMETRIC VIEW
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